
SAFETY DATA SHEET
Date issued : 03/05/2020

SDS number : SCC-210XROLA

Date revised : 06/17/2020

Revision number : 1

210XROL SewerGard Rollable, Part A, Hardener

1.  Identification

Product identifier: 210XROL SewerGard Rollable, Part A, Hardener

Manufacturer / Supplier  Emergency telephone number (24 hour)

Sauereisen

160 Gamma Drive

Pittsburgh,  PA 15238

Emergency contact: John Kozak

Emergency Phone: (800)444-8235

Alternate Contact: Pete Jansen

Customer Service: 412 963-0303

E-Mail: jakozak@sauereisen.com

 Poison Control Center (Medical):1-800-222-1222

CHEMTREC (US Transportation): 1-800-424-9300

CHEMTREC (Canada Transportation):1-703-527-3887

2.  Hazard identification

Classification of the substance or mixture

Health hazards:

Skin Irritation, Category 2

Acute Toxicity (Inhalation), Category 4

Acute Toxicity (Oral), Category 4

Eye Irritation, Category 2B

Respiratory Sensitization, Category 1B

Physical hazards:

Flammable Liquids, Category 4

Label elements

Exclamation

mark

Health

hazard

Signal word: DANGER

Hazard statement(s)

H332: Harmful if inhaled.

H302: Harmful if swallowed.

H315: Causes skin irritation.

H227: Combustible liquid.

H320: Causes eye irritation.

H334: May cause allergy or asthma symptoms or breathing difficulties if inhaled.

Precautionary statement(s)

Prevention:

P210: Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No smoking.

P280: Wear protective gloves/protective clothing/eye protection/face protection.

P264: Wash ... thoroughly after handling.

P270: Do not eat, drink or smoke when using this product.

P261: Avoid breathing dust/fume/gas/mist/vapours/spray.

P271: Use only outdoors or in a well-ventilated area.

P285: In case of inadequate ventilation wear respiratory protection.
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Response:

P301+P312: IF SWALLOWED: Call a POISON CENTER/ doctor/...if you feel unwell.

P330: Rinse mouth.

P312: Call a POISON CENTER/doctor/...if you feel unwell.

P304+P340: IF INHALED: Remove person to fresh air and keep comfortable for breathing.

P305+P351+P338: IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to

do. Continue rinsing.

P337+P313: If eye irritation persists: Get medical advice/attention.

P342+P311: If experiencing respiratory symptoms: Call a POISON CENTER/doctor/...

P370+P378: In case of fire: Use carbon dioxide, foam, dry chemicals, sand, earth or steam to extinguish.

Storage:

P403+P235: Store in a well-ventilated place. Keep cool.

Disposal:

P501: Dispose of contents/container to ...

3.  Composition/information on ingredients

Chemical name % w/w CAS No.

4-nonylphenol, Branched < 60 84852-15-3

1,3-bis(aminomethyl)benzene < 40 1477-55-0

3-aminomethyl-3,5,5-trimethylcyclohexylamine < 30 2855-13-2

Poly(oxy-1,2-ethanediyl), A-hydro-w-hydroxy- < 10 25322-68-3

phenol, dinonyl- < 0.5 1323-65-5

poly[oxy(methyl-1,2-ethanediyl)], .alpha.-(2-aminomethylethyl)-.omega.-(2-aminomethylethoxy)- < 5 9046-10-0

2,2'-iminodiethylamine < 1 111-40-0

silica fume < 3 69012-64-2

4.  First-aid measures

Eye: Check for and remove all contact lenses. Flush eyes immediately with water or physiological saline for at least 15 minutes while

lifting upper and lower lids. Do not use eye ointment. Seek medical attention.

Skin: Wash promptly with soap and water. If soaked through clothing, promptly remove clothing and wash skin. Launder clothing

before reuse. Discard saturated shoes and leather clothing. For severe exposures, get under safety shower after removing clothing.

Do not apply greases or ointments. Seek medical attention for incidents of significant exposure or if effects apparent.

Ingestion: Do not induce vomiting. If conscious, give several glasses of water. Never give anything by mouth to an unconscious

person. Prevent aspiration of vomit. Turn victim's head to the side. Seek medical attention.

Inhalation: If cough, shortness of breath or other breathing problems occur, move to fresh air. Seek medical attention if symptoms

persist. If necessary, restore normal breathing through standard first aid measures.

Most important symptoms and effects, both acute and delayed

Acute effects: Will cause burns to skin and eyes. High concentration of vapors can cause severe irritation of eyes and respiratory

tract. Liquid causes severe damage to mucous membranes if swallowed.

5.  Fire-fighting measures

Suitable extinguishing media: Carbon dioxide, foam, dry chemicals, sand, earth, and steam.

6.  Accidental release measures

Small spill: 

Avoid contact with material. Persons not wearing appropriate protective equipment should be excluded from the area of spill

until clean-up is complete. Stop spill at source. Dike area to prevent spreading. Remaining product may be taken up by clay,

diatomaceous earth or other absorbent and shoveled into disposal containers such as a dumpster or other common garbage

receptacle. Residual material may be removed using steam or hot soapy water. Keep spark-producing equipment away from
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area. Observe environmental regulations and report spills as required to appropriate authorities.

7.  Handling and storage

General procedures: Avoid contact with eyes, skin, and clothing. For industrial use only! Harmful if inhaled. Do not take internally.

May cause irritation. Do not eat, drink or smoke when using this product. Wear chemical splash goggles, gloves and protective

clothing. Avoid high ambient temperatures and humidity. Wash thoroughly after handling.

Precautions for safe handling: Avoid contact with skin and eyes. Avoid dust formation. Do not breathe dust. Provide appropriate

exhaust ventilation at machinery and at places where dust can be generated. Do not create a dust cloud by using a brush or

compressed air. Take precautionary measures against static discharge. All metal parts of the mixing and processing equipments

must be grounded. Ensure all equipment is grounded before transfer operations.

Conditions for safe storage: Store in a cool dry, well ventilated place. Keep container closed when not in use. Store away from

direct heat and flame. Remove all sources of ignition or sparks from area. Store out of direct sunlight. Do not store together with

volatile chemicals as they may be absorbed onto product. Keep at ambient temperature.

8.  Exposure controls/personal protection

Exposure controls

Control parameters

 Occupational exposure limit values

Chemical name Type ppm mg/m3

1,3-bis(aminomethyl)benzene
OSHA PEL TWA  0.1

ACGIH TLV TWA  0.1

2,2'-iminodiethylamine ACGIH TLV TWA 1 4

Appropriate engineering controls: Breathing vapors must be avoided. Ventilation must be sufficient to control vapors. This material

should be confined as far as possible within sealed or covered equipment in which case normal ventilation should be adequate.

Special (local) ventilation will be needed in areas where vapors are expected to be vented.

Individual protection measures, such as personal protective equipment

Eye / face protection: Safety glasses with side shields, chemical resistant goggles, or face shield. Contact lenses should not be

worn.

Skin protection - hand protection: Suitable protective gloves (neoprene, butyl rubber, or viton). Clothing should be clean, long-

sleeved workclothes. Synthetic apron. Boots. Wash thoroughly before eating, smoking, applying cosmetics, etc. Thoroughly

launder work clothes before reuse. Safety shower nearby.

Respiratory protection: A suitable respirator complying with the most current NIOSH/ANSI/EN requirements should be used. In

the U.S. use dust respirators in compliance with OSHA Standard 1910.134, and in the E.U. use dust respirators in compliance

with EN149:2001FFP2 or FFP3 and rated for at least 10X WEL. . For emergency, a self-contained positive pressure, breathing

apparatus or full face respirator is recommended. If TLV of any component is exceeded, use appropriate respiratory protection or

ventilate in accordance with OSHA regulation 29 CFR Part 1910.

Comments: 

Exposure Controls

Australia: 2mg/m3, Total Dust

Austria MAK: 4mg/m3, TWA, Inhalable Fraction

Finland: 5mg/m3

Germany TRGS 900: 4mg/m3, TWA, Inhalable Fraction

India: 10mg/m3, TWA

Ireland: 2.4mg/m3, TWA, Respirable Dust

Norway: 1.5mg/m3, TWA, Respirable Fraction
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Switzerland: 4mg/m3, TWA

UK WEL: 6mg/m3, TWA, Total Inhalable Fraction 2.4mg/m3, TWA, Respirable Fraction

US OSHA PEL: 6mg/m3

US ACGIH-TLV: 10mg/m3, TWA, Inhalable 3mg/m3, TWA, Respirable

Belgium: 10mg/m3, TWA, Inhalable 3mg/m3, TWA, Respirable

China: 8mg/m3, TWA 10mg/m3, STEL

Italy: 10mg/m3, TWA, Inhalable 3mg/m3, TWA, Respirable

Malaysia: 10mg/m3, TWA, Inhalable 3mg/m3, TWA, Respirable

Spain: 10mg/m3, VLA, Inhalable 3mg/m3, VLA, Respirable

9.  Physical and chemical properties

Appearance: Viscous liquid

Color: White or translucent.

Odor: Mild phenolic

Odor threshold: Not Available

pH: Not Established

Melting point: Not Established

Initial boiling point and boiling range: (500°F)

Vapor pressure: Not Established

Relative vapor density: NA = Not Applicable

Relative density: 0.98

Solubility: Soluble

Percent volatiles: Not Established

10.  Stability and reactivity

Reactivity: Yes

Dangerous polymerization: No

Chemical stability: Stable under normal conditions of use and storage.

Conditions to avoid: Keep away from heat and sources of ignition. Avoid dust formation. Product resists ignition and does not

promote flame spread.

Hazardous decomposition products: Thermal decomposition or burning may produce carbon monoxide, carbon dioxide, nitrogen

oxides, and / or ammonia.

Incompatible materials: Avoid contact with strong oxidizers or epoxy resins under uncontrolled conditions.

11.  Toxicological information

Acute toxicity

Acute dermal toxicity LD50: ≥ 2000 mg/kg (rabbit)

Acute oral toxicity LD50: ≥ 5000 mg/kg (rat)

Acute inhalation toxicity LC50: Due to the product's physical properties, no suitable testing procedure is available

Serious eye damage / irritation: Draize score 0.7/110 @ 24 hr.

Respiratory or skin sensitization: A delayed contact hypersensitivity study in guinea pigs utilizing the Magnusson and Klingman

maximization technique was performed. No sensitization responses were observed.

Germ cell mutagenicity: Not mutagenic in AMES test, unscheduled DNA synthesis, chromosomal aberration in Chinese hamster

ovary (CHO) cells.
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Carcinogenicity

Notes: Does not contain any substances greater than 0.1% listed by IARC (Internationa Agency for Research on Cancer), NTP (

National Toxicology Program), OSHA (Occupational Safety and Health Administration), ACGIH (American Conference for

Governmental Industrial Hygienists) or EU (European Union)

12.  Ecological information

Aquatic toxicity, both acute and chronic

96-hour LC50: > 10000 mg/L Brachydanio rerio (Method: OECD 203)

Bioaccumulative potential: According to experience not expected.

Mobility in soil: Not determined.

13.  Disposal considerations

Disposal methods: Material should be disposed of as hazardous waste in accordance with Federal, state and local environmental

regulations. Dispose of containers with any amount of liquid material as hazardous waste.

Dilution followed by inceneration is the preferred disposal method. Dilute 10:1 with a clean compatible and combustible solvent, e.g.

#2 fuel oil or mineral oil, to reduce reactivity hazards during incineration, handling and transportation.

Product disposal: Unused and uncontaminated product can be burned in suitable incineration plants or disposed of in a suitable

landfill in accordance with the regulations issued by the appropriate federal, provincial, state, and local authorities.

Empty container: Disposal must be made according to official regulations.

14.  Transport information

USA Department of Transport Regulations (DOT)

UN proper shipping name: Amines, Liquid, N.O.S. (Nonyl Phenol branched, 1'3-benzenedimethaneamine)

UN number: UN2735

Transport hazard class(es): 8

Packing group, if applicable: II

Hazard label: Corrosive

15.  Regulatory information

UNITED STATES

Dot label symbol and hazard classification

Corrosive

R20/22: Harmful by inhalation and if swallowed.

R34: Causes burns.

R42/43: May cause sensitization by inhalation and skin contact.

S23: Do not breathe gas/fumes/vapour/spray (appropriate wording to be specified by the manufacturer).

S26: In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.

S36/37/39: Wear suitable protective clothing, gloves and eye/face protection.

S45: In case of accident or if you feel unwell, seek medical advice immediately (show the label where possible).

SARA Section 311/312 Hazard Categories

311/312 Health hazards: Acute. Chronic.

313 reportable ingredients: Phenol * 108-95-2 * 20% Max weight.

CERCLA Hazardous Substances and Reportable Quantities (RQ)

CERCLA regulatory: No data available. Contact Env. Dept.
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TSCA (The Toxic Substances Control Act)

Chemical name CAS No.

4-nonylphenol, Branched 84852-15-3

1,3-bis(aminomethyl)benzene 1477-55-0

3-aminomethyl-3,5,5-trimethylcyclohexylamine 2855-13-2

Poly(oxy-1,2-ethanediyl), A-hydro-w-hydroxy- 25322-68-3

phenol, dinonyl- 1323-65-5

poly[oxy(methyl-1,2-ethanediyl)], .alpha.-(2-aminomethylethyl)-.omega.-(2-aminomethylethoxy)- 9046-10-0

2,2'-iminodiethylamine 111-40-0

silica fume 69012-64-2

TSCA Status: Components are included in the EPA Toxic Substances Control Act (TSCA) Chemical Substances Inventory.

California Proposition 65: Known to the State of California to cause cancer or reproductive toxicity and subject to warning and

discharge requirements under the "Safe Drinking Act of 1986".

It has not been determined and cannot be ascertained that this product would not expose users to the listed chemicals at the very

low level prescribed in the regulations. Therefore, it is the user's responsibility to determine if the percent of the hazardous /

carcinogenic ingredients listed elsewhere in the SDS comply with State of California regulations.

Clean water act: This product does not contain any listed Priority Pollutants.

CANADA

WHMIS Hazard Symbol and Classification

Toxic Corrosive

R20/22: Harmful by inhalation and if swallowed.

R34: Causes burns.

R42/43: May cause sensitization by inhalation and skin contact.

S23: Do not breathe gas/fumes/vapour/spray (appropriate wording to be specified by the manufacturer).

S26: In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.

S36/37/39: Wear suitable protective clothing, gloves and eye/face protection.

S45: In case of accident or if you feel unwell, seek medical advice immediately (show the label where possible).

WHMIS Classification: Class D, Division 2, Subdivision B: Materials cause other toxic effects, toxic material.

Domestic Substances List (DSL) / Non-Domestic Substances List (NDSL): Components included on inventory

16.  Other information

Date revised: 06/17/2020

Revision summary: This SDS replaces the 03/05/2020 SDS.

HMIS rating

Health     3 

Flammability  2 

Physical hazard  0 

Personal protection  H 
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